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shall have suitable overcurrent protection (fuses or automatic circuit
breakers); the wiring shall have sufficient carrying capacity and mechan-
ical strength, and shall be suitably secured, insulated and protected
against physical damage.
3.9. Trailers and Semi-Trailers.
(a) All trailers shall be firmly and securely attached to the vehicle
drawing them   by means of suitable drawbars, supplemented by safety
rhains,
(b) Every trailer o" semi-trailer shall be equipped with a reliable sys-
tem of brakes, and adequate provision shall be made for its efficient op-
eration from the driver's seat of the vehicle drawing the trailer.
(c) Every trailer or semi-trailer shall be provided with side lights
and a tail light.
(d) Four-wheeled trailers shall be of a type of construction which will
prevent the towed vehicle from whipping or swerving from side to side
dangerously or unreasonably and will cause it to follow substantially in
the path of the towing vehicle.
(e) Where a fifth wheel is employed, it shall be ruggedly designed, se-
curely fastened to both units, and equipped with a positive locking meclh-
anism which will prevent separation of the two units, except by manual
release.
3.10. Drag Chains.
(a) Tank trucks and trailers shall be equipped with proper devices to
drain off such static charges as may be generated.
8.11. Metallic Connections.
(a) Tank, chassis, axles and springs shall he metallically connected.
3.12. Exhaust Systems.
(a) The exhaust system, including muffler and exhaust line, shall have
ample clearance from the fuel system and combustible materials. Truck
muffler and exhaust pipe shall be placed as far as practicable from any
tank valves, pumps or piping.
(b) Mduffler cut-out shall not be used.
3.13. Extinguishers Required.
(a) Each truck and trailer shall be provided with at least one approved
hand fire extinguisher of a type and size suitable for extinguishing oil
fires (see Standards for First Aid Fire Appliances, Class B).
3.14. Smoking Prohibited.
(a) Tant truck drivers and their helpers shall be instructed not to
smoke or allow smoking around the truck on the road, while making de-
liveries, filling the trucks or making any repairs to tank truck or tank
trailer.


